How to Install

Decorative Drapery Hardware
Tools Needed

Parts List

Installing Mount

1. Bracket placement
depends on preference
and curtain length, but
are usually mounted 310" from the side of
window and at least 2"
above.
2. Place the wall mount
(A) on designated spot
and mark the location of
each screw.
3. Use a tape measure and
level to ensure markings
are perfectly horizontal.
4. If installing a third
bracket, measure the
exact center of the end
brackets to find where it
should be placed.
5. Use a 1/16" drill bit to
drill pilot holes for each
screw.
6. If mounting on drywall,
hammer in wall anchors.
7. Use the Wall Mounting
Screws (H) to screw the
wall mounts (A) in
place.
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Power Drill
Level
Hammer

Pencil
Measuring Tape
Allen wrench

Wall Mount
Base
Center extender
Hook
1/4" socket screw
1/2" socket screw
Wall Anchors
Wall mounting screws
Allen Wrench

(Provided)

(If installing anchors or fasteners)

Mounting Surface
Drywall, Plaster
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Curtain Rod Length

# of Brackets

Metal

24 - 48"
48-120"

2
3

Wood

Fastener
Wall Anchors (Provided) or
Expansion Bolts (Not Provided)
Sheet Metal Screws
(Not Provided)

Assembling the
Hardware

No. 6 Hex Head Screws
(Provided)

1. Align the holes on the
Hook (D) and the center
extender piece (C).
2. Use the Allen wrench (J)
to screw in the 1/4"
socket screw (E) and
secure the two pieces
together.
3. Measure how far you
would like the curtain
rod to extend from the
wall. This adjustable
bracket can extend 5" to
6 1/4".
4. Use the other 1/4" socket
screw (E) to connect the
base (B) to the center
extender (C).
5. Twist the base (B) to
wall mount (A). Make
sure the hook (D) is
facing up.
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Linen Avenue
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Linen Avenue

Assembling the Rod
1. Arrange all the curtain
rings or curtain grommets
towards the center of the
curtain rod.
2. Center curtain rod onto the
installed brackets.
3. Secure the rod by
screwing the 1/2" socket
screw (F) into the brackets.
Use the Allen wrench to
tighten.
4. Slide the finials onto the
end of the pole. Keep in
mind that one of the finials
is smaller for the narrower
side of the rod, while the
other is larger for the wider
rod.

Cleaning and Maintanence
The vinyl headrail and bottom rail can be wiped clean with a damp sponge. To clean the shade fabric, use a feather duster or
vacuum lightly using the soft brush attachment.

Warranty
For a period of one (1) year from the date of purchase, the manufacturer will replace this window covering with one of equal or
superior value, if this window covering is found to be defective in material or workmanship. To obtain warranty service contact our
customer service. This warranty does not cover damage of defects caused by or resulting from improper maintenance, negligent or
improper use, abuse, misuse, neglect, accidents, act of God, alteration, commercial use, installation, removal or reinstallation.
This warranty is restricted to normal consumer use within the United States and Canada.
MANUFACTURER WILL NOT BE LIABLE FOR INCIDENTAL OR CONSEQUENTIAL DAMAGES, SOME STATES DO
NOT ALLOW THE EXCLUSION OR LIMITATION OF INCIDENTAL OR CONSEQUENTIAL DAMAGES, SO THE
ABOVE LIMITATION OR EXCLUSION MAY NOT APPLY TO YOU. This warranty gives you specific legal rights, and you
may also have other rights which vary from state to state.
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